


















 Certificate No.: J 9950803    
Our reference: ZK-RYK-09961961 006 
Appendix No.: 1.1 
 

 

  

Constructional Data Form (EN 60947-5-1) Page  5/6 
 

 

TÜV Rheinland 
 

Osaka, Japan 
 

March 7, 2022 

   (Place)  (Date) 

   
IDEC CORPORATION 

  
     

(Date) (Signature)  (Stamp and Signature of Applicant) 
 

-V.1.0-01.03.2022 

 
TYPE NOMENCLATURE:  
 

MC (I) (II) - (III) (IV) (V) (VI) (VII) (VIII) (IX) (X)  
 
 
I Front Dimensions   
 2 : (25 x 25) mm  
 3 :  (25 x 32) mm 
  
II Applicable lamp/lamp unit   
 D : LED lamp, Incandescent lamp, both available 
 H : LED unit (1-color) 
 W : LED unit (2-colors or more) 
  
III Function    
 M : Momentary (actuator speed is independent of operational speed, contact speed is independent) 
 S : Momentary (actuator speed is dependent of operational speed, contact speed is independent) 
 A : Latched push-button 
 P : Indicator light (without switch) 
 
IV Contact configuration 
 1 : 1C (silver contacts) + 
 2 : 2C (silver contacts) + 
 3 : 3C (silver contacts) + 
 5 : 1C (gold-overlaid silver contacts) ++ 
 6 : 2C (gold-overlaid silver contacts) ++ 
 7 : 3C (gold-overlaid silver contacts) ++ 
 0 : Without switch, for indicator lights 
 
      Note) + : Identified by gray switch base 
  ++ : Identified by blue switch base 
  1C : 1 pole, change-over contact 
  2C : 2 pole, change-over contact 
  3C : 3 pole, change-over contact 
 
V Operational voltage for the lamp  
 0 : without lamp 
 1 : 5V 
 2 : 6V 
 3 : 12V 
 4 : 24V 
 
VI Terminal  
 blank :   Solder terminal 
 V : PCB terminal 
 
VII Figure of case  
 R : MC3 type only: with push-button side barrier, mounting spring for horizontal panel mounting  
 F : MC3 type only: without push-button side barrier, mounting spring for horizontal panel mounting 
 T : MC3 type only: without push-button side barrier, mounting spring for vertical panel mounting 
 blank : MC2 type only: without push-button side barrier 
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VIII Lamp enclosure color 
 B : Black 
 N : Gray 
 
IX Split/illuminated color 
 
 -MC3/2 D series only 
 DA : Full  
 DB : 2-way split  
 
 -MC3 D series only 
 DC : 2-way split 
 DD : 3-way split 
 DE : 3-way split 
 DF : 4-way split 
  
 -MC3/2 D  series: one to four letters  R, G, Y, A, W, S, PG, PW 
 -MC3/2 H  series: one letter  R, G, Y, A, W, S, PG, PW 
 -MC3/2 W series: two letters R, G, Y, A, W, S 
 R : Red 
 G : Green 
 Y : Yellow 
 A : Amber 
 W : White 
 S : Blue 
 PG: Pure Green 
 PW: Pure White 
 
X  Manufacturer Control No. (May be followed) 
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