
<System Software – FC6A-C16, -C24, and -C40> 

Bugs Fixed 

The following problems have been fixed: 

4 If the ladder program stops while executing the PING instruction, the error code 5 occurs in 
the PING instruction until power cycling. 

4 If the ladder program stops while executing the EMAIL instruction, the error code 5 occurs 
in the EMAIL instruction until power cycling. 

 

<System Software – FC6A-C40J> 

Bugs Fixed 

The following problems have been fixed: 

4 If the ladder program stops while executing the PING instruction, the error code 5 occurs in 
the PING instruction until power cycling. 

4 If the ladder program stops while executing the EMAIL instruction, the error code 5 occurs 
in the EMAIL instruction until power cycling. 

 

<System Software – FC6A-D16 and -D32> 

Bugs Fixed 

The following problems have been fixed: 

4 If the ladder program stops while executing the PING instruction, the error code 5 occurs in 
the PING instruction until power cycling. 

4 If the ladder program stops while executing the EMAIL instruction, the error code 5 occurs 
in the EMAIL instruction until power cycling. 

4 If the PLC sends an MQTT packet when the connected MQTT broker is not on the network, 
the MQTT function may stop until power cycling. 

4 If you specify the source location, the destination location, or the FTP server setting in the 
FTP Client function by the Non-retentive Data Register, the PLC will not transfer the file. 

 

<FC6A PID Module System Software> 

Bugs Fixed 

The following problems have been fixed: 

4 When the input range is set to 0-1V, the sensor input value may not be get correctly. 
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<Application Software> 

The following functions have been introduced. 

4 Added the ability to exchange the color of images when importing images from the symbol 
factory. 

4 After importing an image from the symbol factory, the symbol factory is no longer 
automatically closed. 

Bugs Fixed 

The following problems have been fixed: 

4 If the "Mode" of the Web Page Editor is set to "Run" and the WindLDR simulation is started 
and stopped repeatedly, the Web Page Editor may not be updated. 

4 If the decimal point symbol in the Windows OS is "," (comma), opening a project file that 
uses a decimal point in instruction will cause the decimal point to be changed to "." 
(period) and the user program conversion will be failed. 

4 The following phenomenon occurs when downloading a user program created using "Read 
Module Configuration" in the Module Configuration Editor. 

 The module configuration is not restored correctly after upload. 

 PLC goes into error. 

4 Double-clicking an expansion module or cartridge in the Module Configuration Editor may 
not open the configuration dialog of each expansion module or cartridge. 

 

<Web Page Editor> 

The following functions have been introduced. 

4 WindLDR now supports Web Page Editor Ver.2.18.0. Please check the revision history of 
Web Page Editor help for the detail. 

 


